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HEAVY VEHICLE NATIONAL LAW
South Australia Class 3 Grain Transport Mass Exemption Notice 2026 (No.1)

1. Purpose

1) This notice grants exemptions from prescribed mass requirements for class 3 heavy
vehicles that are used for the transportation of grain in South Australia.

2) This notice revokes and replaces the South Australia Farm Gate Grain Transport Mass
Exemption Notice 2025 (No.1).

2. Authorising provision

1) This notice is made under the following provisions of the Heavy Vehicle National Law
(HVNL):

a) Section 117 Regulator’'s power to exempt a category of class 1 or 3 heavy vehicles
from compliance with mass or dimension requirements.

b) section 23 of Schedule 1 — Power to make instrument or decision includes power to
amend or repeal.

3. Title

This notice may be cited as the South Australia Class 3 Grain Transport Mass Exemption
Notice 2026 (No.1).

4. Commencement

This notice commences on 1 August 2026.
5. Expiry

This notice expires on 31 July 2026.

6. Definitions

(1) Unless otherwise stated, words and expressions used in this notice have the same
meanings as those in the HVNL and its regulations.

(2) In this notice, definitions from the following notices apply:

(a) National Class 2 Road Train Authorisation Notice, as amended from time to time.

In this notice:
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Grain receiver means the place that the grain is delivered for the purpose of
measurement, grading and storage before distribution.

Certified road friendly suspension system means a suspension system certified
as a road-friendly suspension system by the Vehicle Safety Standards Branch of the
Commonwealth Department Infrastructure and Regional Development.

7. Application

1) This notice applies to a class 3 heavy vehicle that is transporting grain directly from a
farm to a grain receiver.

2) This notice applies in South Australia.

3) A heavy vehicle to which this section applies and that complies with this notice is an
eligible vehicle.

4)

Subject to subsection 3), this notice applies to a heavy vehicle or combination that is:

rigid truck; or

rigid truck and trailer; or
prime mover towing a semitrailer; or
B-double; or

A-double; or

B-triple (modular); or
B-triple; or

Rigid truck combination; or
AB-triple; or

BA-triple; or

A-Triple; or

ABB-quad; or

m) BAB-quad.

This notice does not apply to a heavy vehicle or combination that:

a)
b)
c)
d)

has a pig trailer;

is fitted with tri-axle drive configuration;

is fitted with an axle group with more than 3 axles;
is a Performance Based Standards vehicle.

6) This notice applies in South Australia.
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8. Exemption — Prescribed mass requirements

1)

2)

1)

2)

An eligible vehicle is exempt from the following mass requirements prescribed in
Schedule 1 of the Heavy Vehicle (Mass, Dimension and Loading) National Regulation
(MDL):

a) section 2 - Mass limits for a single vehicle or combination
b) section 4 - Mass limits for a single axle or axle group
c) section 5 - Mass limits relating to axle spacing generally

An exemption in 1) only applies to the extent to which conditional mass limits are provided
in sections 9, 10, 11, 12, 13 and 14 of this notice.

To be clear, if this notice provides for more than one mass limit that may apply in the
same circumstances the more restrictive mass limit applies.

Regardless of any conditional masses prescribed in this notice an eligible vehicle must
not exceed manufacturer mass limits as defined in section 8(8) of the MDL Regulation.

Condition — Mass limits for a single vehicle or combination

An eligible vehicle that belongs to a category described below must not exceed the mass
limit stated for that vehicle or combination:

a) a complying steer axle vehicle that is neither a B-double nor a road train — 46.2t

b) a Euro VI vehicle (complying steer axle) that is not a B-double or a road train — 46.7t

c) a Euro Vlvehicle (single steer axle) that is neither a B-double nor a road train — 46.2t

d) a Euro VI vehicle (twinsteer) consisting of a prime mover with a twinsteer axle group
towing a tri-axle semitrailer — 50.4t

e) a prime mover with a twinsteer axle group towing a tri-axle semitrailer — 49.8t

f) any other eligible vehicle that does not fall under (a) to (e) of this subsection — 45.6t

As an exception to 1), an eligible vehicle must not exceed the mass limit that is the sum
of the mass limits in relation to each of its axle groups and single axles as prescribed in
sections 10, 11, and 12 of this notice.
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10.

11.

12.

Condition — Mass limits for a single steer, single axle or single axle group, or
twinsteer axle group

On an eligible vehicle, the mass limit for a single steer, single axle or single axle group, or
twinsteer axle group described in column 1 of Table 1 in Schedule 1 of this notice must not
exceed the mass limit stated in column 2.

Condition — Mass limits for a tandem axle group or tri-axle group

1) On an eligible vehicle that is fitted without a certified road-friendly suspension system,
the mass limit for a tandem axle group or tri-axle group described in column 1 of Table
1A in Schedule 1 of this notice must not exceed the mass limit stated in column 2.

2) On an eligible vehicle that is fitted with a certified road-friendly suspension system, the
mass limit for a tandem axle group or a tri-axle group described in column 1 of Table 1A
in Schedule 1 of this notice must not exceed the mass limit stated in column 3.

Condition — Mass limits relating to axle spacing generally

1) For an eligible vehicle of a category described below the mass limit relating to an axle
spacing stated in column 1 of the relevant Table in Schedule 1 of this notice must not
exceed the mass limit stated in column 2:

a) For an eligible vehicle that is neither a B-double nor a road train — Table 2.

b) For an eligible vehicle that is a B-double less than 19.0m in length — Table 3A.

c) For an eligible vehicle that is a B-double greater than 19.0m in length — Table 3B.
d) For an eligible vehicle that is a road train — Table 4.

2) The mass limits referred to in 1) may be increased as follows for an eligible vehicle for
which a tri-axle group with dual tyres and fitted with a certified road friendly suspension
system is used to calculate the axle spacing — 1.6t.

3) The mass limits referred to in 1) a) as prescribed in Table 2 of Schedule 1 of this notice
may be increased as follows:

a) for a complying steer axle vehicle, or Euro VI vehicle (single steer axle), for which the
steer axle is used to calculate the axle spacing — 0.5t.

b) for a Euro VI vehicle (twinsteer) for which the twinsteer axle group is used to calculate
the axle spacing — 0.5t.

c) for a Euro VI vehicle (complying steer axle) for which the steer axle is used to
calculate the axle spacing — 1.0t.

4) The mass limits referred to in 1) b) and c) as prescribed in Table 3A and 3B of Schedule
1 of this notice may be increased as follows:

a) for a complying steer axle vehicle, or Euro VI vehicle (single steer axle), for which the
steer axle is used to calculate the axle spacing — 0.5t.
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13.

14.

15.

16.

1)

2)

b) for a Euro VI vehicle (twinsteer) for which the twinsteer axle group is used to calculate
the axle spacing — 0.5t.

c) for a Euro VI vehicle (complying steer axle) for which the steer axle is used to
calculate the axle spacing — 1.0t.

5) The mass limits referred to in 1) d) as prescribed in Table 4 of Schedule 1 of this notice
may be increased as follows:

a) for a Euro VI vehicle (twinsteer) for which the twinsteer axle group is used to calculate
the axle spacing — 0.5t.

b) for a Euro VI vehicle (complying steer axle) for which the steer axle is used to
calculate the axle spacing — 0.5t.

Condition — Increased mass limits for vehicles fitted with a certified road friendly
suspension system

For a given axle spacing in a relevant axle spacing mass limits table in Schedule 1 of this
notice, the mass of an axle group described in Column 1 of Table 1A of Schedule 1 and fitted
with certified road friendly suspension system must not be more than the axle mass listed in
Column 3 of that table.

Note: A ‘relevant axle spacing mass limits table’ refers to Table 2, 3A, 3B and 4
of Schedule 1 of this Notice.

Condition — Alternative Compliance Accreditation (ACA) — Mass

The operator of an eligible vehicle with an axle group and axle group mass described below
must hold Alternative Compliance Accreditation (ACA) — Mass, or mass management
accreditation granted prior to August 1, 2026:

a) tandem axle group fitted with dual tyres on all axles — exceeding 17.0t.
b) tri-axle group fitted with dual tyres on all axles — exceeding 21.0t.

Condition — Period of travel

Travel under this notice is only approved during the grain harvest period from October to
January.

Condition — Stated areas and routes

An eligible vehicle complying with the conditions of this notice is authorised to operate on
areas and routes stated in a schedule.

For the purposes of section 119 (1)(a) of the HVNL, an area or route stated in a schedule is
a stated area or route to which this notice applies.
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In this notice a reference to a network is a reference to a map or stated route pursuant to
section 119 (2) of the HVNL.

In this section:

network means a map or stated route, including a list or database, presented either
electronically or otherwise, that represents the stated areas and stated routes
authorised under this notice

An eligible vehicle operating on an area or route specified in a schedule must comply with
any of the following conditions prescribed for that area or route:

(a) Road conditions pursuant to section 160 of the HVNL,; and
(b) Travel conditions pursuant to section 161 of the HVNL; and
(c) Vehicle conditions pursuant to section 162 of the HVNL.

For an eligible vehicle that is fitted without a certified road-friendly suspension system and is
of a category described below the eligible vehicle may access all roads and road related
areas except as restricted in the Guide:

a) Arrigid truck up to 12.5m in length; or
b) A rigid truck towing a trailer up to 19m in length; or
c) A prime mover towing a semitrailer up to 19m in length.

An eligible vehicle of a category described in column 1 of Table 1 in this section and that is
fitted without a certified road-friendly suspension system may operate on the networks stated
in column 2, as published by the Regulator pursuant to s119(2) of the HVNL.

An eligible vehicle of a category described in column 1 of Table 2 in this section and that is
fitted with a certified road-friendly suspension system may operate on the networks stated in
column 2, as published by the Regulator pursuant to s119(2) of the HVNL.

Regardless of any access granted under this section, an eligible vehicle must comply with
any conditions or restrictions applied to a given area or route by the Specified Road Manager
Network Requirements in the Guide.

Table 1 — Stated areas and routes for categories of eligible vehicles without a certified road-
friendly suspension system

Column 1 Column 2
Category of vehicle Stated area or route
B-double up to 23m in length 23m B-Double Network (GML)

Commodity Routes — Grain (B Double GML)

B-double up to 26m in length 26m B-Double Network (GML)
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Commodity Routes — Grain (B Double GML)

Type 1 Road Train, up to 36.5m in length

36.5m Road Train Network (GML)
Commodity Routes — Grain (Road Train
GML)

Type 2 Road Train, up to 53.5m in length

53.5m Road Train Network (GML)
Commodity Routes — Grain (Road Train
GML)

Note: Commodity Routes as published in the NHVR National Network Maps are not

approved for Higher Mass Limits operation.

Table 2 — Stated areas and routes for categories of eligible vehicles with a certified road-

friendly suspension system

Column 1

Column 2

Vehicle Configuration

Network

Rigid truck up to 12.5m in length
Prime mover towing a semitrailer up to 19m
in length

19m Network (HML)

B-double up to 23m in length

23m B Double (HML)

B-double up to 26m in length

26m B Double (HML)

A-double up to 30m in length

30m Road Train (HML)

A-double up to 36.5m in length

B-triple (Modular) up to 35.0m in length
B-triple up to 36.5m in length

Rigid truck combination up to 36.5m in
length

36.5m Road Train (HML)

AB-Triple up to 36.5m in length
BA-Triple up to 36.5m in length

PBS Routes Level 3A

AB-Triple up to 42.0m in length
BA-Triple up to 42.0m in length

PBS Routes Level 3B

AB-Triple up to 44.0m in length
BA-Triple up to 44.0m in length

Rigid truck combination up to 47.5m in
length

A-triple up to 53.5m in length
ABB-quad up to 53.5m in length
BAB-quad up to 53.5m in length

53.5m Road Train (HML)

Jose Arredondo
Manager Network Access Policy
National Heavy Vehicle Regulator
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Schedule 1 - Axle mass tables

Table 1 — Axle mass limits table for a single steer axle, single axle or single axle group,
or twinsteer axle group
Pursuant to section 10 of the notice

Column 1 Column 2
Description of axle or axle group Mass Limit (t)
Single steer axle
Single steer axle on-
a complying steer axle vehicle 6.5
a hauling unit or prime mover forming part of a road train
fitted with tyres with section width of-
i) at least 295mm i)6.5
ii) at least 375mm i) 7.1
a Euro VI vehicle (complying steer axle) fitted single tyres
with sections widths of- i)6.5
i) at least 295mm but less than 315mm ii)7.0
i) at least 315mm
a Euro VI vehicle (single steer axle) 6.5
another motor vehicle 6.0
Single axle or single axle group
Single axle or single axle group fitted with dual tyres | 9.0
Twinsteer axle group
Twinsteer axle group without a load-sharing suspension system 10.0
Twinsteer axle group with a load-sharing suspension system 11.0
Euro VI vehicle (twinsteer) fitted with tyres with section widths of at 11.5
least 275mm

Table 1A — Axle mass limits table for a tandem axle group and tri-axle group
Pursuant to section 11 of the notice

Column 1 Column 2 Column 3
Mass limit (t) - Not Mass limit (t) -
fitted with a fitted with a
Description of axle group certified road- certified road-
friendly friendly
suspension suspension
system system
Tandem axle groups fitted with dual 17.8 17.8
tyres on all axles.
Tri-axle group fitted with dual tyres on 220 236

all axles.
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Table 2 — Axle spacing mass limits table (neither B-double nor road train)
Pursuant to section 12 1) a) and 2) of the notice

Column 1 Column 2
at Ieaslt.ength of Axle Spacu':gejss than Axle Spacing Mass Limit (t)
0.0 25 16.8
25 3.7 252
3.7 3.8 257
38 4.0 26.2
4.0 4.2 267
42 43 273
4.3 45 27.8
45 47 283
47 48 28.8
4.8 5.0 294
5.0 5.2 299
5.2 5.3 30.4
5.3 55 309
55 57 315
5.7 5.8 32.0
58 6.0 325
6.0 6.2 33.0
6.2 6.3 33.6
6.3 6.5 34.1
6.5 6.7 34.6
6.7 6.8 35.1
6.8 7.0 35.7
7.0 7.2 36.2
72 7.3 36.7
7.3 75 37.2
75 7.7 37.8
.7 7.8 38.3
78 8.0 38.8
8.0 8.2 39.3
8.2 8.3 39.9
8.3 8.5 404
8.5 8.7 40.9
8.7 8.8 414
8.8 9.0 42.0
9.0 9.2 425
9.2 9.3 43.0
9.3 9.5 435
9.5 9.7 441
9.7 9.8 446
9.8 10.0 45 1
10.0 105 4556
10.5 11.0 46.2
11.0 1.5 267
115 12.0 47.2
12.0 125 477
125 13.0 48.3
13.0 13.5 488
135 14.0 293
14.0 — 49.8
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Table 3A — Axle spacing mass limits table (B-double less than 19.0m in length)
Pursuant to section 12 1) b) and 3) of the notice

Column 1 Column 2
at Ieaslt.ength of Axle Spacu':gejss than Axle Spacing Mass Limit (t)
35 37 252
37 38 257
3.8 4.0 26.2
4.0 4.2 26.7
4.2 4.3 273
43 45 278
4.5 4.7 28.3
4.7 4.8 288
4.8 50 294
5.0 5.2 29.9
52 53 304
53 55 30.9
55 57 315
57 58 32.0
5.8 6.0 325
6.0 6.2 33.0
6.2 6.3 33.6
6.3 65 341
65 6.7 346
6.7 6.8 351
6.8 7.0 357
7.0 7.2 36.2
7.2 73 36.7
7.3 7.5 37.0
75 77 378
77 7.8 383
7.8 8.0 38.8
8.0 8.2 393
8.2 8.3 39.9
83 85 404
85 8.7 40.9
8.7 8.8 414
88 9.0 42.0
9.0 9.2 425
9.2 93 43.0
93 95 435
95 97 441
97 98 446
9.8 10.0 451
10.0 10.5 456
10.5 11.0 46.2
11.0 115 46.7
115 12.0 47.2
12.0 125 477
125 13.0 483
13.0 13.5 48.8
135 14.0 493
14.0 145 498
14.5 15.0 50.4
15.0 155 50.0
15.5 16.0 514
16.0 16.5 519
16.5 17.0 525
17.0 175 53.0
17.5 - 535
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Table 3B — Axle spacing mass limits table (B-double greater than 19.0m in length)
Pursuant to section 12 1) c¢) and 3) of the notice

Column 1 Column 2
at Ieaslt.ength of Axle Spacu':gss than Axle Spacing Mass Limit (t)
0.0 25 16.8
25 3.7 25.2
37 3.8 25.7
3.8 4.0 26.2
4.0 4.2 26.7
42 43 273
4.3 4.5 27.8
45 47 283
47 438 28.8
4.8 5.0 29.4
5.0 5.2 29.9
5.2 5.3 30.4
53 55 30.9
55 5.7 315
>/ 5.8 32.0
5.8 6.0 325
6.0 6.2 33.0
6.2 6.3 336
6.3 6.5 34.1
6.5 6.7 346
6.7 6.8 35.1
6.8 7.0 35.7
7.0 7.2 36.2
7.2 7.3 36.7
73 75 372
75 7.7 37.8
.7 7.8 38.3
7.8 8.0 38.8
8.0 8.2 39.3
8.2 8.3 39.9
8.3 8.5 40.4
8.5 8.7 40.9
8.7 8.8 414
8.8 9.0 420
9.0 9.2 425
9.2 9.3 43.0
9.3 9.5 435
9.5 9.7 441
9.7 9.8 446
9.8 10.0 45.1
10.0 10.2 256
10.2 10.3 46.2
10.3 10.5 46.7
10.5 10.7 472
10.7 10.8 477
10.8 11.0 483
11.0 1.2 48.8
1.2 1.3 49.3
11.3 11.7 498
1.7 12.0 50.4
12.0 12.3 50.9
12.3 12.7 514
12.7 13.0 51.9
13.0 13.3 525
13.3 13.7 53.0
13.7 14.0 535
14.0 14.3 54.0
14.3 14.7 54.6
14.7 15.0 551
15.0 15.3 55.6
15.3 15.7 56.1
15.7 16.0 56.7
16.0 16.3 57.2
16.3 16.7 57.7
16.7 17.0 58.2
17.0 17.3 59.8
17.3 17.7 60.3
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Column 1 Column 2
at Ieaslt.ength of Axle Spacmlgss than Axle Spacing Mass Limit ()
17.7 18.0 60.9
18.0 18.3 61.4
18.3 18.7 61.9
18.7 19.0 62.4
19.0 19.3 63.0
19.3 19.7 63.5
19.7 20.0 64.0
20.0 20.3 64.5
20.3 20.7 65.1
20.7 21.0 65.6
21.0 — 67.7

Table 4 — Axle spacing mass limits table (Road train)

Pursuant to section 12 1) d) and 4) of the notice

Column 1 Column 2
at Ieaslt.ength of Axle Spacmlgss than Axle Spacing Mass Limit (t)
0.0 2.5 16.8
2.5 3.7 25.2
3.7 3.8 25.7
3.8 4.0 26.2
4.0 4.2 26.7
4.2 4.3 27.3
4.3 4.5 27.8
4.5 4.7 28.3
4.7 4.8 28.8
4.8 5.0 29.4
5.0 5.2 29.9
52 53 30.4
5.3 55 30.9
55 57 31.5
57 5.8 32.0
5.8 6.0 32.5
6.0 6.2 33.0
6.2 6.3 33.6
6.3 6.5 34.1
6.5 6.7 34.6
6.7 6.8 35.1
6.8 7.0 35.7
7.0 7.2 36.2
7.2 7.3 36.7
7.3 7.5 37.2
7.5 7.7 37.8
77 78 38.3
7.8 8.0 38.8
8.0 8.2 39.3
8.2 8.3 39.9
8.3 8.5 40.4
8.5 8.7 40.9
8.7 8.8 14
8.8 9.0 420
9.0 9.2 42.5
9.2 9.3 43.0
9.3 9.5 43.5
9.5 9.7 44 1
97 9.8 44.6
9.8 10.0 45.1
10.0 10.2 456
10.2 10.3 46.2
10.3 10.5 46.7
10.5 10.7 472
10.7 10.8 477
10.8 11.0 483
11.0 11.2 48.8
11.2 11.3 293
11.3 11.5 49.8
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Column 1 Column 2
at Ieaslt.ength of Axle Spacmlgss than Axle Spacing Mass Limit ()
11.5 11.7 50.4
11.7 11.8 50.9
11.8 12.0 51.4
12.0 12.2 51.9
12.2 12.3 52.5
12.3 12.5 53.0
12.5 12.7 53.5
12.7 12.8 54.0
12.8 13.0 54.6
13.0 13.2 55.1
13.2 13.3 55.6
13.3 13.5 56.1
13.5 13.7 56.7
13.7 13.8 57.2
13.8 14.0 57.7
14.0 14.2 58.2
14.2 14.3 59.8
14.3 14.5 60.3
14.5 14.7 60.9
14.7 14.8 61.4
14.8 15.0 61.9
15.0 15.2 62.4
15.2 15.3 63.0
15.3 15.5 63.5
15.5 15.7 64.0
15.7 15.8 64.5
15.8 16.0 65.1
16.0 16.2 65.6
16.2 16.3 66.1
16.3 16.5 66.6
16.5 16.7 67.2
16.7 16.8 67.7
16.8 17.0 68.2
17.0 17.2 68.7
17.2 17.3 69.3
17.3 17.5 69.8
17.5 17.7 70.3
17.7 17.8 70.8
17.8 18.0 71.4
18.0 18.2 71.9
18.2 18.3 72.4
18.3 18.5 72.9
18.5 18.7 73.5
18.7 18.8 74.0
18.8 19.0 74.5
19.0 19.2 75.0
19.2 19.3 75.6
19.3 19.5 76.1
19.5 19.7 76.6
19.7 19.8 77.1
19.8 20.0 77.7
20.0 20.2 78.2
20.2 20.3 78.7
20.3 20.5 79.2
20.5 20.7 79.8
20.7 20.8 80.3
20.8 21.0 80.8
21.0 21.2 81.3
21.2 21.3 81.9
21.3 21.5 82.4
21.5 21.7 82.9
21.7 21.8 834
21.8 22.0 84.0
22.0 22.2 84.5
22.2 22.3 85.0
22.3 225 85.5
22.5 22.7 86.1
22.7 22.8 86.6
22.8 23.0 87.1
23.0 23.2 87.6
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Column 1

Column 2

Length of Axle Spacing

Axle Spacing Mass Limit (t)

at least less than

23.2 23.3 88.2

23.3 235 88.7
23.5 23.7 89.2

23.7 23.8 89.7
23.8 24.0 90.3
24.0 24.2 90.8
24.2 24.3 91.3
24.3 24.5 91.8
24.5 24.7 92.4
24.7 24.8 92.9
24.8 25.0 934
25.0 25.2 93.9
25.2 25.3 94.5
25.3 25.5 95.0
25.5 25.7 95.5
25.7 25.8 96.0
25.8 26.0 96.6
26.0 26.2 97.1

26.2 26.3 97.6
26.3 26.5 98.1

26.5 26.7 98.7
26.7 26.8 99.2

26.8 27.0 99.7
27.0 27.2 100.2
27.2 27.3 100.8
27.3 27.5 101.3
27.5 27.7 101.8
27.7 27.8 102.3
27.8 28.0 102.9
28.0 28.2 103.4
28.2 28.3 103.9
28.3 28.5 104.4
28.5 28.7 105.0
28.7 28.8 105.5
28.8 29.0 106.0
29.0 29.2 106.5
29.2 29.3 107.1
29.3 29.5 107.6
29.5 29.7 108.1
29.7 29.8 108.6
29.8 30.0 109.2
30.0 30.2 109.7
30.2 30.3 110.2
30.3 30.5 110.7
30.5 30.7 111.3
30.7 30.8 111.8
30.8 31.0 112.3
31.0 31.2 112.8
31.2 31.3 113.4
31.3 315 113.9
31.5 31.7 114.4
31.7 31.8 114.9
31.8 32.0 115.5
32.0 32.2 116.0
32.2 32.3 116.5
32.3 325 117.0
32.5 32.7 117.6
32.7 32.8 118.1
32.8 33.0 118.6
33.0 33.2 119.1
33.2 33.3 119.7
33.3 335 120.2
33.5 33.7 120.7
33.7 33.8 121.2
33.8 34.0 121.8
34.0 34.2 122.3
34.2 34.3 122.8
34.3 34.5 123.3
34.5 34.7 123.9
34.7 34.8 124.4
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Column 1

Column 2

Length of Axle Spacing

Axle Spacing Mass Limit (t)

at least less than
34.8 35.0 124.9
35.0 35.2 125.4
35.2 35.3 126.0
35.3 35.5 126.5
35.5 35.7 127.0
35.7 35.8 127.5
35.8 36.0 128.1
36.0 36.2 128.6
36.2 36.3 129.1
36.3 36.5 129.6
36.5 36.7 130.2
36.7 36.8 130.7
36.8 37.0 131.2
37.0 37.2 131.7
37.2 37.3 132.3
37.3 375 132.8
375 37.7 133.3
37.7 37.8 133.8
37.8 38.0 134.4
38.0 38.2 134.9
38.2 38.3 1354
38.3 38.5 135.9
38.5 38.7 136.5
38.7 38.8 137.0
38.8 39.0 137.5
39.0 39.2 138.0
39.2 39.3 138.6
39.3 39.5 139.1
39.5 39.7 139.6
39.7 39.8 140.1
39.8 40.0 140.7
40.0 40.2 141.2
40.2 40.3 141.7
40.3 40.5 142.2
40.5 40.7 142.8
40.7 40.8 143.3
40.8 41.0 143.8
41.0 41.2 144.3
41.2 41.3 144.9
41.3 41.5 145.4
41.5 1.7 145.9
41.7 41.8 146.4
41.8 42.0 147.0
42.0 42.2 147.5
42.2 42.3 148.0
42.3 42.5 148.5
42.5 42.7 149.1
42.7 42.8 149.6
42.8 43.0 150.1
43.0 43.2 150.6
43.2 43.3 151.2
43.3 43.5 151.7
43.5 43.7 152.2
43.7 43.8 152.7
43.8 44.0 153.3
44.0 44.2 153.8
44.2 44.3 154.3
44.3 44.5 154.8
44.5 44.7 155.4
44.7 44.8 155.9
44.8 45.0 156.4
45.0 45.2 156.9
45.2 45.3 157.5
45.3 45.5 158.0
45.5 45.7 158.5
45.7 45.8 159.0
45.8 46.0 159.6
46.0 46.2 160.1
46.2 46.3 160.6
46.3 46.5 161.1
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Column 1

Column 2

Length of Axle Spacing

Axle Spacing Mass Limit (t)

at least less than
46.5 46.7 161.7
46.7 46.8 162.2
46.8 47.0 162.7
47.0 47.2 163.2
47.2 47.3 163.8
47.3 47.5 164.3
47.5 47.7 164.8
47.7 47.8 165.3
47.8 48.0 165.9
48.0 48.2 166.4
48.2 48.3 166.9
48.3 48.5 167.4
48.5 48.7 168.0
48.7 48.8 168.5
48.8 49.0 169.0
49.0 49.2 169.5
49.2 49.3 170.1
49.3 49.5 170.6
49.5 49.7 171.1
49.7 49.8 171.6
49.8 50.0 172.2
50.0 50.2 172.7
50.2 50.3 173.2
50.3 50.5 173.7
50.5 50.7 174.3
50.7 50.8 174.8
50.8 51.0 175.3
51.0 51.2 175.8
51.2 51.3 176.4
51.3 51.5 176.9
51.5 51.7 177.4
51.7 51.8 177.9
51.8 52.0 178.5
52.0 52.2 179.0
52.2 52.3 179.5
52.3 52.5 180.0
52.5 52.7 180.6
52.7 52.8 181.1
52.8 53.0 181.6
53.0 53.2 182.1
53.2 53.3 182.7
53.3 — 183.2
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